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Photo Cell Kit

Fig: with plastic clip

Fig: with threaded steel fastener

Description Properties Dimensions Reference number

Photo cell kit with  
plastic clip

• Tool-free mounting

• Simple remounting

• Cannot be adjusted horizontally 

or vertically

Suitable for Interroll 
standard pressings

46813

Photo cell kit with 
threaded steel fastener

• Mounting by drilling of frame

• Can be adjusted horizontally 

and vertically

Suitable for Interroll 
standard pressings

34461

Interface Card

Description Dimensions

″ (mm)

Reference number

Interface Card 3.5 (88) x 1.4 (36) x 2.25 (58) 39650

PLC Connection Cable

Description Dimensions Reference number

PLC Connection Cable 4-core, open-ended, length 

120″ (3000 mm)

31918

The interface card enables a supplementary PLC interface via connection to 

the Intelliveyor Easy-Bus. For further information please consult the Interroll 

Z-Card installation instructions. 
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Connecting a PLC to a PLC connection cable activates a function of 

the Intelliveyor. For further information please consult the Interroll Z-Card 

installation instructions. 

Photo cell kits are available for the Interroll RollerDrive Conveyor and Intelliveyor. 

They can be used as start or zone photo cells. The set consists of a sensor, the 

appropriate fastener and a reflector.


