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Air Demon®

Pleated Filters

Product Overview
•  Low initial resistance 
•		High-efficiency	MERV	11	media 
•  Captures microscopic airborne particles  
•  Ideal for both commercial and residential applications 
•		At	least	33%	more	airflow	than	any	other	4″-5″	filter,	resulting	 
 in lower energy costs

Specifications

	 Efficiency	 MERV	11
 Media Type Synthetic
 Frame Material Beverage Board
 Special Size Available No
 Antimicrobial Available No
	 Filter	Depth	 4″,	5″
	 Air	Filtration	Certification	 UL	900,	ULC-S111

Product Information 
  Part  Nominal Size  Actual Size  Std.  Shipping Wt.  Cubic
  Number  Inches  Inches  Pkg.  Lbs. per Box  Ft.
   (W x H x D)  (W x H x D)  Qty.  (± 7%)  
	 	142-304-340	 	12½	x	20	x	4⅜	 	12⁵⁄₁₆	x	19⅞	x	4⅜	 	3	 	4.8	 	2.1
	 	142-304-600	 	16	x	25	x	4⅜	 	15⅞	x	24¾	x	4⅜	 	3	 	6.6	 	3.4
	 	142-304-700	 	20	x	20	x	4⅜	 	19⅝	x	19⅞	x	4⅜	 	3	 	7.1	 	3.3
	 	142-304-800	 	20	x	25	x	4⅜	 	19⅞	x	24⅝	x	4⅜	 	3	 	9.4	 	4.1
  142-305-800  20 x 25 x 5  19¾ x 24¼ x 5  3  9.4  4.7

Air	Demon®	is	a	registered	trademark	of	AAF	International	in	the	U.S.

Filter Face Velocity (FPM)
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Initial Resistance vs. Filter Face Velocity

http://www.aafintl.com/en/browse-products/pleated-filters
http://www.aafintl.com/en/browse-products/pleated-filters/air-demon



